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Wall & Ceiling Installation Instructions for 

Karp Aluminum Frame Access Door 
 

Part I: Preparation  

 

 

Step 1a: If the installation site has existed structure, check if the 

structure meets the installation requirement. If the horizontal lumber 

is called x and vertical lumber is called y, as shown in the above 

figure, x must be greater than KAD door size plus 2.5” and less than 

KAD door size plus 8” while y must be greater than KAD door size 

plus 2.5” and less than KAD door size plus 8”.  

 

 

 

 

 

 

 

 

Step1b: If the existing structure does not meet the installation 

requirement, make the proper adjustment to get a new horizontal X 

and vertical Y to meet the requirement.  

 

 

 

 

 

 

 

 

Step 2: Install drywall on the adjusted 

structure, and draw the opening of 

cutout on the drywall. Also indicate the 

location of the lumber as a reference 

line for the following steps. The 

opening size shall be 3/8” larger than 

KAD door size. 
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Step 3: Use a drywall knife to cut the cutout around 

the drawing line.  

 

 

 

 

 

 

 

Part II: Installation 

 

 

 
 

Step 4: Release the safety cable on the back of the KAD door panel. Push the door panel to open the KAD door and 

remove the door panel out of the trim.  
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Step 5: Make the push-open lock stay upward and insert the 

trim into the cutout on the wall.  

 

 

 

 

 

 

 

 

 

 

 

 

 

Step 6: Use one hand to hold the trim on the back and make 

it firmly attach to the back of the drywall, and use another 

hand to install drywall screws. Make sure only install 1 

piece of drywall screw on each side of the trim and the 

location of each screw shall be 2” away from the corner and 

5/8” away from the edge of the opening to avoid damaging 

the corner brackets and hardware. 

 

 

 

 

 

 

 

Step 7: Install the KAD door panel back to the trim. Close 

and open the door panel to check if the door can be 

operated smoothly. Check the square of the trim. Make 

adjustments if necessary. Remove the door panel again 

from the trim, and finish installing the rest of the drywall 

screws on all sides of the trim. 
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Step 8a: Use a compound knife to apply the 

compound on the drywall. Make sure the 

compound is filled on all gaps around the trim and 

the finished compound layer shall be flat with the 

height of the trim.  

 

 

 

 

 

 

 

 

 

 

Step 8b: Use a compound knife to apply the 

compound on the door panel. Make sure the 

finished compound layer shall be flat with the 

height of door panel frame.  

 

 

 

 

 

 

 

 

 

 

 

 

Step 9: Sand the compound on the wall and on the 

door panel to have a smooth finished surface. Sand 

the edge of the cutout and of the door panel to 

smooth the edges.  
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Part III: Finish the installation 
 

 

 

 

 

Step 10: Put the finished door panel back to the 

trim, and hook the safety cable between the trim 

and the door panel. Push to close the door panel.  

 

 

 

 

 

 

 

 

 

 

 

 

 

Step 11: Paint the wall to match the surrounding 

walls.  
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