KARP ASSOCIATES, INC.

Installation Instruction
Sesame KSTDW/CAD Door
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The door must be framed on the hinge and lock side at a height sufficient to ensure a flush
finish of the minerit board with the surrounding drywall surface. This will allow the
KSTDW/CAD to be used with varying thickness of drywall.

The distance between the two parallel framing studs should be 1/4" less than the door
size ( Ex. A 12" x 12" door would require two parallel studs spaced 11 3/4" apart).

Install the door in the established opening, screwing through the return of the door into
the framing (as shown above).

Cross braces should now be installed to join the framing studs to prevent any racking or
twisting of the frame. On larger door sizes additional bracing may be needed to keep the
door square.

At this point the installation of the surrounding drywall may occur. The drywall
surrounding the minerit board must be finished with drywall bead, being careful .to
maintain a 1/16" gap between the drywall and the minerit board for door operation.

The door is to be opened using the T-handle provided. On sizes larger than 12" x 12" a
CAD ( Controlled Action Device ) has been installed. This allows the door to only open
15 degrees after the key has been turned. Do not force the door open at this point; push
the door up and pull it toward the lock side to release the CAD and allow the door to
swing down freely. NEVER PULL ON THE MINERIT BOARD WHEN OPENING
THE DOOR.

* Not supplied with access door.



